Bult Up Brtummous Roofing
(Min Slope 4:1 2), Rolted
Roofing (Min Siope 1:12)

Two Layers #15 Felt

Roof Sheathing

{Piywood er OSB) Mechanical Connection

Attach Patio via Ledger
Detal YCBS 600-1 1
or Bear on Top of

Maximum

Blocking at Existirig Wall
Rafter Beanng
Fomnts, Typ
l/ \,‘
Rafter -~
Size
% Rafter
Mechanical — Spacing
Cannection Site
Built
House
e (\
P
Double Rim Joist @} e
or Solid Beam [.‘
Size
|~
1 |~ Post Cap
& ~~ Beam Span
-7
L )
Optional Concrete,
~ \J/ S{r " Thick Min
. !MI:|||.|"‘
i O ]
||¢I|.|||II|||[£||IIIIrllhunulllll‘“ U ”fimmr.
0 -
P I* Min Standoff Rattor Span”
I ‘““W!I' at Post Basa Maximum Span For Pitch Greater Than 131 2
W™ standes (aa@ *  G'for Rafters Faralle to House Trusses
Post Base Ny ﬁ\@bc’ s 12 for Rafters Perpendicular to House
e 3 12" M Trusses
| o Maximum Spar for Fitch Less Than 1112

12" Min « 16 for Rafters NOT Supporting Tils
Unchsturbed Earth Loads

>( . Vanes'>l<
Varies }( >(

Foolings largsr than 15 nches shall
be provided with 2-#4 bar each way

£
Date Approved ; /
Patio Framing Detal ol 1l
Building Official D%,f’
Patio Adjacent to Site Built Home Updated 0712015
Bullding Safety ~ Yuma County Department of Developmenf Services  |YCBS Det Ne. GO0-1 2




