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LEGEND

'PREPARE/REMOVE SOIL, POUR CONCRETE TO
‘FILL VOID BETWEEN CURBS AND INSTALL

DOWELS TO EXISTING CURBING TO SECURE NEW

ECONCRETE. USE CONCRETE WITH FIBER TO
INCREASE STRENGTH.

:DEMOLISH EXISTING 2X2 CONCRETE SQUARES,
GRADE AS REQUIRED TO MEET ADA NEEDS AND
'POUR NEW CONCRETE WITH MINIMAL CONCRETE

EXPANSION JOINTS AS ALLOWED BY CODE AND
MANUFACTURER. CONTRACTOR TO RECOMMEND

HOW TO REINFORCE THE CONCRETE.

'PREPARE/REMOVE SOIL AS REQUIRED, INSTALL

DRAIN PIPING & CULVERTS, POUR CONCRETE TO

'FILL VOID BETWEEN CURBS AND INSTALL
'DOWELS TO EXISTING CURBING TO SECURE NEW
'CONCRETE. USE CONCRETE WITH FIBER TO
'INCREASE STRENGTH.

DEMOLISH EXISTING CONCRETE AS REQUIRED,
GRADE AS REQUIRED TO MEET ADA NEEDS AND
POUR NEW CONCRETE WITH MINIMAL CONCRETE
EXPANSION JOINTS AS ALLOWED BY CODE AND
MANUFACTURER. CONTRACTOR TO RECOMMEND
HOW TO REINFORCE THE CONCRETE.

DEMOLISH EXISTING CURBING, REMOVE DIRT,
AND POUR ASPHALT. GRADE AS REQUIRED TO
MATCH EXISTING PAVEMENT.

INSTALL CONCRETE CULVERT WITH DIAMOND
PLATE LID PER CULVERT DETAILS.CONNECT A 10"
DRAINAGE PIPE. SEE DETAIL.

INSTALL DIAMOND PLATE LID OVER LOW POINT.

INSTALL DIAMOND PLATE LID TO GIVE THE
WATER A PATH.

CONCRETE OPENING FOR 10" DRAINAGE PIPE.

DIG TRENCH AS REQUIRED TO AVOID BELLYS IN
THE PIPE. INSTALL 10" DRAIN PIPING (HDPE OR
PVC PIPING). INSTALL 6" CURBING.



